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Important notice 



Individual copies of the present document can be downloaded from: 
http://www.etsi.org 

The present document may be made available in more than one electronic version or in print. In any case of existing or 

perceived difference in contents between such versions, the reference version is the Portable Document Format (PDF). 

In case of dispute, the reference shall be the printing on ETSI printers of the PDF version kept on a specific network drive 

within ETSI Secretariat. 

Users of the present document should be aware that the document may be subject to revision or change of status. 

Information on the current status of this and other ETSI documents is available at 

http://portal.etsi.org/tb/status/status.asp 

If you find errors in the present document, please send your comment to one of the following services: 

http://portal.etsi.org/chaircor/ETSI support.asp 

Copyright Notification 

No part may be reproduced except as authorized by written permission. 
The copyright and the foregoing restriction extend to reproduction in all media. 

© European Telecommunications Standards Institute 2008. 
All rights reserved. 

DECT™, PLUGTESTS™, UMTS™, TIPHON™, the TIPHON logo and the ETSI logo are Trade Marks of ETSI registered 

for the benefit of its Members. 
3GPP™ is a Trade Mark of ETSI registered for the benefit of its Members and of the 3GPP Organizational Partners. 
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Intellectual Property Rights 



IPRs essential or potentially essential to the present document may have been declared to ETSI. The information 
pertaining to these essential IPRs, if any, is publicly available for ETSI members and non-members, and can be found 
in ETSI SR 000 314: "Intellectual Property Rights (IPRs); Essential, or potentially Essential, IPRs notified to ETSI in 
respect of ETSI standards", which is available from the ETSI Secretariat. Latest updates are available on the ETSI Web 
server ( http://webapp.etsi.org/IPR/home.asp ). 

Pursuant to the ETSI IPR Policy, no investigation, including IPR searches, has been carried out by ETSI. No guarantee 
can be given as to the existence of other IPRs not referenced in ETSI SR 000 314 (or the updates on the ETSI Web 
server) which are, or may be, or may become, essential to the present document. 



Foreword 

This Technical Specification (TS) has been produced by ETSI Technical Committee Telecommunications and Internet 
converged Services and Protocols for Advanced Networking (TISPAN). 
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Scope 



The present document provides the ETSI TISPAN endorsement of the Cx and Dx interfacesSignalling flows and 
messages contents and the IP Multimedia (IM) Subsystem Cx and Dx interfaces based on the DIAMETER protocol; 
Protocol details. 



References 



References are either specific (identified by date of publication and/or edition number or version number) or 
non-specific. 

• For a specific reference, subsequent revisions do not apply. 

• Non-specific reference may be made only to a complete document or a part thereof and only in the following 

cases: 

if it is accepted that it will be possible to use all future changes of the referenced document for the 
purposes of the referring document; 

for informative references. 

Referenced documents which are not found to be publicly available in the expected location might be found at 
http://docbox.etsi.org/Reference . 

For online referenced documents, information sufficient to identify and locate the source shall be provided. Preferably, 
the primary source of the referenced document should be cited, in order to ensure traceability. Furthermore, the 
reference should, as far as possible, remain valid for the expected life of the document. The reference shall include the 
method of access to the referenced document and the full network address, with the same punctuation and use of upper 
case and lower case letters. 

NOTE: While any hyperlinks included in this clause were valid at the time of publication ETSI cannot guarantee 
their long term validity. 

2.1 Normative references 

The following referenced documents are indispensable for the application of the present document. For dated 
references, only the edition cited applies. For non-specific references, the latest edition of the referenced document 
(including any amendments) applies. 



II] 


Void 


[2] 


Void. 


[3] 


Void. 


[4] 


Void 


[5] 


Void. 


[6] 


ETSI 



ETSI TS 129 433: "Digital cellular telecommunications system (Phase 2+); Universal Mobile 
Telecommunications System (UMTS); TISPAN; IP Multimedia; Diameter based protocol for the 
interfaces between the Call Session Control Function and the User Profile Server 
Function/Subscription Locator Function; Signalling flows and protocol details 
[29.228, 29.229 modified] (3GPP TS 29.433 Release 7)". 
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2.2 Informative references 



The following referenced documents are not essential to the use of the present document but they assist the user with 
regard to a particular subject area. For non-specific references, the latest version of the referenced document (including 
any amendments) applies. 

[i.l] Void. 



3 Abbreviations 

For the purposes of the present document, the abbreviations given in TS 129 433 [6] apply: 

4 Endorsement notice 

The provisions of the present document are contained in TS 129 433 [6]. 

5 Global modifications to 3GPP TS 29.228 

The provisions of the present document are contained in TS 129 433 [6]. 

6 Global modifications to 3GPP TS 29.229 

The provisions of the present document are contained in TS 129 433 [6]. 
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Annex ZA (informative): 

x additional support for HTTP Digest authentication 

Information is contained in TS 129 433 [6]. 
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